
SKBPC35005 THRU SKBPC3516

FEATURES

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

(Rating at 25°C ambient temperature unless otherwise specified. Single phase ,half wave ,60HZ,resistive or inductive
load. For capacitive load,derate current by 20%.) 

Plastic package has Underwriters Laboratory Flammability 

Classification 94V-0

Low forward voltage drop

High surge forward current capabulity

High temperature soldering guaranteed:260°C/10 seconds at terminals

Component in accordance to RoHS 2011/65/EU

R

S E M I C O N D U C T O R

 3 PHASE BRIDGE RECTIFIER
Reverse Voltage: 50 to 1600 Volts

Forward Current: 35.0 Amps
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Maximum Recurrent Peak Reverse Voltage VRRM Volts

Volts

Volts

Volts

Amp

Amps

VRMS

VDC

I(AV)

IFSM

TSTG

VF

IR

Maximum RMS Voltage

Maximum DC Blocking Voltage

Maximum Average Forward Rectified Current

Maximum Instantaneous Forward Voltage 
at 17.5A DC

Operating temperature range

Peak Forward Surge Current 8.3ms single half
sine-wave superimposed on rated load 
(JEDEC method) 

TJ

1200

1200

840

1400

1400

980

1600

1600

1120

Symbols Units
SKBPC

Maximum DC Reverse Current
 at rated DC blocking voltage

35

500

1.2

10

Typical thermal resistence 1.16

-55 to +150

Rating for fusing(t<8.3ms)
2I t 1030

2A s

Storage temperature range

RθJC

  μA

-55 to +150

°C/W

°C

°C

3504
SKBPC

3506
SKBPC

3508
SKBPC

3510
SKBPC

3512
SKBPC

3514
SKBPC

3516

400

400

280

600

600

420

800

800

560

1000

1000

700

 

METAL HEAT SINK

.669(17)

.591(15)
1.134(28.8)
1.110(28.2)

1.134(28.8)
1.110(28.2)

       Hole for
     No.10 Screw

. （ ）.229 5.59.
（ ）.20 5.08

DIA

.033(0.85)

.029(0.75)
.251(6.4)
.244(6.2)

.944
(25)

MAX.
.441(11.2)
.425(10.8)

SKBPC

Dimensions for inches and (millimeters)

（ ）.980 24.9
（ ）.941 23.9

MECHANICAL DATA

Case: SKBPC Molded Plastic Body 

Polarity: Symbol marked on body 

Mounting position: 

Bolt pass through the mounting hole of body  then fix to heat sink 

Mounting torque: 2 N.m

SKBPC
35005

50

50

35

SKBPC
3501

100

100

70

SKBPC
3502

200

200

140

Parameter
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Fig. 1 -  Current Rating Characteristics  
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Fig. 3 -  Total Powper Loss Characteristics  
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Fig. 4 -  Toltal Powper Loss Characteristics  
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Maximum Allowable Ambient Temperature(A)  

10K/W  7K/W  
5K/W  
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1K/W  

Rthsa=0.7KW-Data 
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TJ=125° C  

Pulse Width 300uS 
2%Duty Cycle  

     Fig. 2 -  Typical Forward Characteristics  
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     Fig. 5 -  Maximum Non-repetitive Surge Current  
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@ 60HZ  0.0083S  

@ 50HZ  0.0100S  
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     Fig. 6 -  Maximum Non-repetitive Surge Current  
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NO VOLTAGE REAPPLIED  

RATED VRRM  REAPPLIED  

  At  Any Rated Lode Condition and with 
Rated Applied Following Surge Current 

TJ=150° C  
 

  At  Any Rated Lode Condition and with 
Rated Applied Following Surge Current 

TJ=150° C  
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     Fig. 7 -  Thermal Impedance Zthjc Characteristcs  
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    Square Wave Pulse Duration (S)  
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Friendship Reminder

■ JiNan JingHeng（hereinafter referred to as JH） reserves the right to make

changes to this document and its products and specifications at anytime

without notice.

����（ !"# JH）$%&'()，*+,0123,0145678

9;<6=>。

■ Customers should obtain and confirm the latest product information and

specifications before final design, purchase or use.

?@ABC?@、EF,78GHIJKLM78NO2;<P6QRS,。

■ JH makes no warranty, representation or guarantee regarding the suitability

of its products for any particular purpose, nor does JH assume any liability for

application assistance or customer product design.

JHTU78@VWXY@Z6[@\，]^_`a$b、cdef$，g^

hf`aB@ije?@A�6kYl`。

■ JH does not warrant or accept any liability with products which are

purchased or used for any unintended or unauthorized application.

JH^$behf`al`，U78mEF?@V`anopeq=6B@，

■ No license is granted by implication or otherwise under any intellectual

property rights of JH.

r;<PsV JH6)t7=,uv'wxyq=^�z{。

■ JH’s products are not authorized for use as critical components in life

support devices or systems without express written approval of JH.

uv JH6P|q=，JH678^}C~�����e�����5��1

?@。
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