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Protects one data or power line 

Low operating voltage: 5V  

Low clamping voltage   

High peak pulse current capability  

Complies with following standards:  

– IEC 61000 -4-2 (ESD) immunity test

Air discharge: ±30kV  

Contact discharge: ±30kV

RoHS Compliant

Mobile Phones and Accessories

Battery Protection

USB VBus

Power Line Protection

Hand Held Portable Applications  

 Case Material: “Green ” Molding Compound.  

Moisture Sensitivity: Level 1 per J- STD -020  

Marking Information: 58D

Absolute Maximum Ratings (TA=25°C unless otherwise specified)

Parameter Symbol Value  Unit 

ESD per IEC 61000-4−2 (Air)  

ESD per IEC 61000-4−2 (Contact)
VESD

± 30 

± 30 
kV  

Operating Temperature Range TJ -55 to +150 °C

Storage Temperature Range Tstg -55 to +150 °C

Dimensions in inches and (millimeters)

– IEC61000 -4-5 (Lightning) 120A (8/20 μs)

     = Device Marking Code 58D

Peak Pulse Power（8/20μs) Ppp 1620  W

Peak Pulse Current（8/20μs) Ipp 120  A

Bi-Directional Transient Voltage Suppressor

0.006(0.15)
MAX

0.010(0.25)
MIN

0.004(0.1)
MAX

0.018(0.45)

0.010(0.25)

0.059(1.50)

0.055(1.40)

0.077(1.95)

0.091(2.30)

0.112(2.85)

0.045(1.15)

0.031(0.80)

0.043(1.10)

58D
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Electrical Characteristics (TA=25°C unless otherwise specified)  

 

Parameter Symbol  Min Typ  Max Unit Test Condition 

Reverse Working Voltage VRWM     5 V  

Breakdown Voltage VBR  6.0   V IT = 1mA  

Reverse Leakage Current  IR    0.5 µA VRWM = 5V 

Clamping Voltage VC     8.5  V IPP  = 20A (8 / 20µs pulse) 

Junction Capacitance C J     300 pF VR = 0V, f = 1MHz 
  

        

 
 

      13.5 V   

ESD3C5V01V

Typical Performance Characteristics (TA=25°C unless otherwise Specified)

= 120A (8 / 20µs pulse)IPPVCClamping Voltage
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Typical Performance Characteristics (TA=25°C unless otherwise Specified)

ESD3C5V01V
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Friendship Reminder

ESD3C5V01V

■ JiNan JingHeng（hereinafter referred to as JH） reserves the right to make

changes to this document and its products and specifications at anytime

without notice.
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■ Customers should obtain and confirm the latest product information and

specifications before final design, purchase or use.

?@ABC?@、EF,78GHIJKLM78NO2;<P6QRS,。

■ JH makes no warranty, representation or guarantee regarding the suitability

of its products for any particular purpose, nor does JH assume any liability for

application assistance or customer product design.
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■ JH does not warrant or accept any liability with products which are

purchased or used for any unintended or unauthorized application.
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■ No license is granted by implication or otherwise under any intellectual

property rights of JH.
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■ JH’s products are not authorized for use as critical components in life

support devices or systems without express written approval of JH.
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