
JK2S200-100 Series
Power Schottky Rectifier200 A

 International standard package SOT-227

 Very low VF

 Extremely low switching losses

 Low IRM-values

 Rectifiers in switch mode power

Supplies(SMPS)

 Insulated package(VISO=2500VRMS)

 Free wheeling diode in low voltage

Converters

 High reliability circuit operation

 Low voltage peaks for reduced

Protection circuits

 Low noise switching

 Low losses

Maximum Ratings
SYMBOL TEST CONDITIONS Ratings UNITS
IFRMS 180

A
IFAVM TC=105℃; Rectangular,d=0.5 100

IFAVM TC=105℃; Rectangular,d=0.5; Per device 200
IFSM TVJ=45℃; tp=10ms(50Hz),sine 1800

EAS
IAS=12A;L=180uH TVJ=25℃;
non repetitive

16 mJ

IAR VA=1.5·VRRM typ.;f=10kHz; repetitive 1.2 A
(dV/ dt)cr 5000 V/us
TVJ -40~+150

℃TVJM 150
Tstg -40~+150
Ptot TC=25℃ 150 w

Md
Mounting torque(M4) 1.1-1.5/9-13

Nm/lb．in．
Terminal connection torque(M4) 1.1-1.5/9-13

Weight typical 30 g

IFAVM=2x100 A

VRRM=100 V

VF=0.70 V
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Ordering Information Tabel

Device code

① ② ③ ④ ⑤

① J H's power module

② “K2”Circuit configuration (2 separate diodes ,parallel pin-out)

③ “S” for Schottky rectifier

④ Maximum average forward current (200A)

⑤ Voltage rating (100 = 100V)

J K2 S 200 - 100

Electrical and Thermal Characteristic

SYMBOL TEST CONDITIONS
Values

UNITS
typ． max．

IR

vR= vRRM; TVJ=25 ℃ (Pulse Width=5ms,Duty
Cycle<2.0%)

2
mA

vR= vRRM; TVJ=125℃ (Pulse Width=5ms,Duty
Cycle<2.0%)

20

VF

IF=100A; TVJ=125℃ 0.70
VIF=100A; TVJ=25℃ 0.80

IF=200A; TVJ=125℃ 0.95

RthJC Junction to case
Par leg 0.9

℃ /WTotal 0.5

RthCH 0.14

JK2S200-100 Series
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Performance Curves
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JK2S200-100 Series
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DIMENSIONS in millimeters

SOT-227 package
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Friendship Reminder

▋ JiNan JingHeng(hereinafter referred to as JH) reserves the right to

make changes to this document and its products and specifications at anytime

without notice.

▋Customers should obtain and confirm the latest product information and

specifications before final design, purchase or use.

▋ JH makes no warranty, representation or guarantee regarding the

suitability of its products for any particular purpose, nor does JH assume any

liability for application assistance or customer product design.

▋ JH does not warrant or accept any liability with products which are

purchased or used for any unintended or unauthorized application.

▋ No license is granted by implication or otherwise under any intellectual

property rights of JH.

▋ JH is products are not authorized for use as critical components in life

support devices or systems without express written approval of JH.


