
5W SILICON PLANAR ZENER DIODES

FEATURES

MECHANICAL DATA

ABSOLUTE MAXIMUM RATINGS(LIMITING VALUES) (TA=25°C)

ELECTRICAL CHARACTERISTICS (TA=25°C)

Case:  SMB package are upon request.

Terminals: Solder plated

Polarity: Color band denotes cathode end 

Low leakage, low zener impedance at low current

Maximum power dissipation of 5W is ideally suited for stabilized 

power supply, etc.

High temperature soldering guaranteed:260°C/10 seconds at terminals 

Zener current see table "Characteristics"

Thermal resistance junction to ambient

PD

RθJA

W

TSTG

Power dissipation

Junction temperature

Storage temperature range

Symbols

Symbols

Value

Typ MaxMin

Units

Units

-55 to+150 °C

°C

°C/W

TJ 150

25

90

5

Dimensions in inches and (millimeters)
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Thermal resistance junction to leads RθJL °C/W

SMB(DO-214AA)

0.086(2.2)

0.096(2.44)

0.187(4.76)

0.220(5.59)

0.060(1.52)

0.012(0.305)

0.008(0.203)
    MAX

0.155(3.94)

0.075(1.91)

0.083(2.13)

0.160(4.06)

0.200(5.08)

0.030(0.76)

0.006(0.152)

0.130(3.30)

SMB5333B THRU SMB5388B
S E M I C O N D U C T O R

R
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SMB5333B... PLASTIC PACKAGE  ZENER DIODES

ELECTRICAL CHARACTERISTICS  (Rating at 25 °C ambient temperature unless otherwise specified)

Regulator Maximum Zener Maximum Reverse Maximum Maximum Maximum

TYPE
Voltage Impedance Leakage Current Zener Current Surge Current Voltage

VZ @ IZT IZT ZZT @ IZT ZZK @ IZK IZK IR   @   VR IZM IZSM Regulator
(V) (mA) (Ω) (Ω) (mA) (μA) (V) (mA) (A) ∆VZ

  SMB5333B 3.3 380 3.0 400 1.0 300 1.0 1440 20.0 0.85
  SMB5334B 3.6 350 2.5 500 1.0 150 1.0 1320 18.7 0.80
  SMB5335B 3.9 320 2.0 500 1.0 50 1.0 1220 17.6 0.54
  SMB5336B 4.3 290 2.0 500 1.0 10 1.0 1100 16.4 0.49
  SMB5337B 4.7 260 2.0 450 1.0 5.0 1.0 1010 15.3 0.44
  SMB5338B 5.1 240 1.5 400 1.0 1.0 1.0 930 14.4 0.39
  SMB5339B 5.6 220 1.0 400 1.0 1.0 2.0 856 13.4 0.25
  SMB5340B 6.0 200 1.0 300 1.0 1.0 3.0 790 12.7 0.19
  SMB5341B 6.2 200 1.0 200 1.0 1.0 3.0 765 12.4 0.10
  SMB5342B 6.8 175 1.0 200 1.0 10 5.2 700 11.5 0.15
  SMB5343B 7.5 175 1.5 200 1.0 10 5.7 630 10.7 0.15
  SMB5344B 8.2 150 1.5 200 1.0 10 6.2 580 10.0 0.20
  SMB5345B 8.7 150 2.0 200 1.0 10 6.6 545 9.5 0.20
  SMB5346B 9.1 150 2.0 150 1.0 7.5 6.9 520 9.2 0.22
  SMB5347B 10 125 2.0 125 1.0 5.0 7.6 475 8.6 0.22
  SMB5348B 11 125 2.5 125 1.0 5.0 8.4 430 8.0 0.25
  SMB5349B 12 100 2.5 125 1.0 2.0 9.1 395 7.5 0.25
  SMB5350B 13 100 2.5 100 1.0 1.0 9.9 365 7.0 0.25
  SMB5351B 14 100 2.5 75 1.0 1.0 10.6 340 6.7 0.25
  SMB5352B 15 75 2.5 75 1.0 1.0 11.5 315 6.3 0.25
  SMB5353B 16 75 2.5 75 1.0 1.0 12.2 295 6.0 0.30
  SMB5354B 17 70 2.5 75 1.0 0.8 12.9 280 5.8 0.35
  SMB5355B 18 65 2.5 75 1.0 0.8 13.7 265 5.5 0.40
  SMB5356B 19 65 3.0 75 1.0 0.8 14.4 250 5.3 0.40
  SMB5357B 20 65 3.0 75 1.0 0.8 15.2 237 5.1 0.40
  SMB5358B 22 50 3.5 75 1.0 0.8 16.7 216 4.7 0.45
  SMB5359B 24 50 3.5 100 1.0 0.8 18.2 198 4.4 0.55
  SMB5360B 25 50 4.0 110 1.0 0.8 19.0 190 4.3 0.55
  SMB5361B 27 50 5.0 120 1.0 0.8 20.6 176 4.1 0.60
  SMB5362B 28 50 6.0 130 1.0 0.8 21.2 170 3.9 0.60
  SMB5363B 30 40 8.0 140 1.0 0.8 22.8 158 3.7 0.60
  SMB5364B 33 40 10 150 1.0 0.8 25.1 144 3.5 0.60
  SMB5365B 36 30 11 160 1.0 0.8 27.4 132 3.3 0.65
  SMB5366B 39 30 14 170 1.0 0.8 29.7 122 3.1 0.65
  SMB5367B 43 30 20 190 1.0 0.8 32.7 110 2.8 0.70
  SMB5368B 47 25 25 210 1.0 0.8 35.8 100 2.7 0.80
  SMB5369B 51 25 27 230 1.0 0.8 38.8 93.0 2.5 0.90
  SMB5370B 56 20 35 280 1.0 0.8 42.6 86.0 2.3 1.00
  SMB5371B 60 20 40 350 1.0 0.8 45.5 79.0 2.2 1.20
  SMB5372B 62 20 42 400 1.0 0.8 47.1 76.0 2.1 1.35
  SMB5373B 68 20 44 500 1.0 0.8 51.7 70.0 2.0 1.50
  SMB5374B 75 20 45 620 1.0 0.8 56.0 63.0 1.9 1.60
  SMB5375B 82 15 65 720 1.0 0.8 62.2 58.0 1.8 1.80
  SMB5376B 87 15 75 760 1.0 0.8 66.0 54.5 1.7 2.00
  SMB5377B 91 15 75 760 1.0 0.8 69.2 52.5 1.6 2.20
  SMB5378B 100 12 90 800 1.0 0.8 76.0 47.5 1.5 2.30
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3B... PLASTIC PACKAGE  ZENER DIODES
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SMB 533

(Rating at 25 °C ambient temperature unless otherwise specified)ELECTRICAL CHARACTERISTICS  (Rating at 25 °C ambient temperature unless otherwise specified)

Regulator Maximum Zener Maximum Reverse Maximum Maximum Maximum

TYPE
Voltage Impedance Leakage Current Zener Current Surge Current Voltage

VZ @ IZT IZT ZZT @ IZT ZZK @ IZK IZK IR   @   VR IZM IZSM Regulator
(V) (mA) (Ω) (Ω) (mA) (μA) (V) (mA) (A) ∆VZ

  SMB5379B 110 12 125 1000 1.0 0.8 83.6 43.0 1.4 2.50
  SMB5380B 120 10 170 1150 1.0 0.8 91.2 39.5 1.3 2.50
  SMB5381B 130 10 190 1250 1.0 0.8 98.8 36.6 1.2 2.50
  SMB5382B 140 8.0 230 1500 1.0 0.8 106 34.0 1.2 2.50
  SMB5383B 150 8.0 330 1500 1.0 0.8 114 31.6 1.1 3.00
  SMB5384B 160 8.0 350 1650 1.0 0.8 122 29.4 1.1 3.00
  SMB5385B 170 8.0 380 1750 1.0 0.8 129 28.0 1.0 3.00
  SMB5386B 180 5.0 430 1750 1.0 0.8 137 26.4 1.0 4.00
  SMB5387B 190 5.0 450 1850 1.0 0.8 144 25.0 0.9 5.00
  SMB5388B 200 5.0 480 1850 1.0 0.8 152 23.6 0.9 5.00

Notes :  (1)   Suffix " B " indicates ± 5% tolerance, suffix " A " indicates ± 10% tolerance.   
(2) The surge current (IZSM) is specified as the maximum peak of a non- recurrent half-sin wave of 8.3 ms duration.
(3) Voltage regulation (V  Z) is the difference between the voltage measured at 10% and 50% of I
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3B... PLASTIC PACKAGE  ZENER DIODESSMB 533

Typical Characteristics 
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3B... PLASTIC PACKAGE  ZENER DIODESSMB 533

Friendship Reminder

■ JiNan JingHeng（hereinafter referred to as JH） reserves the right to make

changes to this document and its products and specifications at anytime

without notice.

■ Customers should obtain and confirm the latest product information and

specifications before final design, purchase or use.

■ JH makes no warranty, representation or guarantee regarding the suitability

ofi ts products for any particular purpose, nor does JH assume any liability for

application assistance or customer product design.

■ JH does not warrant or accept any liability with products which are

purchased or used for any unintended or unauthorized application.

■ No license is granted by implication or otherwise under any intellectual

property rights of JH.

■ JH’s products are not authorized for use as critical components in life

support devices or systems without express written approval of JH.
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