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FEATURES

MECHANICAL DATA

MAXIMUM RATINGS

High junction temperature capabiliy

Low leakage current

Low thermal resistance

High frequency operation

Avalanche specfication

Component in accordance to RoHS 2011 65 EU/ /

Pb

RoHS

COMPLIANT

TYPICAL APPLICATIONS

Switching Power Supply

Power Swithing Circuits

Case: JEDEC TO-3PN TO 247AB、 -

Molding compound meets UL94V-0 flammability rating

Terminals: Lead solderable per J-STD-002 and JESD22-B102

Polarity: As marked

0 in-Ibs maximumMounting Torque: 1

PRIMARY CHARACTERISTICS

I (AV)F

VRRM

IFSM

V at I 30 0A, 25 Per legF F= . ℃

T (MAX)J

30A

60V

300A

150℃

0 73V.

IR 100μA

Package TO 3PN,TO 247AB- -

Diode variations Common cathode

Maximum repetitive peak reverse voltage VRRM

A

A

IF(AV)

IFSM

,TstgTJ

Maximum average forward rectified current
(see fig.1)

Operating junction and Storage temperature range

Peak forward surge current 8.3ms single half sine-wave
superimposed on rated load (JEDEC method at rated TL)

30.0

300

- 5 to+1505 ℃

60

Symbol UnitValueParameter

60.0

Per leg

Total device

V

General Purpose

TO-3PN

SR6060KT

TO-247AB

SR6060PT



ELECTRICAL CHARACTERISTCS T 25 Unless otherwise noted（ = ℃ )A

Notes: 1.Pulse test: 300 s pulse width,1% duty cycleμ

≤2.Pulse test: pulse width 40ms

THERMAL CHARACTERISTCS
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RATINGS AND CHARACTERISTIC OF SR6060KT,SR6060PT

Parameter Test Conditions Symbol TYP. MAX. Unit

Instaneous forward voltage

Reverse current V 60VR=

T 25A= ℃

VF

IR

0 61. 0 68.

V

10 100 μA

mA

Typical junction capacitance 4V 1MHz, CJ pF

1)

2)

T 125A= ℃

0 68.

20

840

0 78.

AVAILABALE PACK INFORMATION

3.Thermal resistance from junction to case

-

HTTP WWW.JINGHENG.CN://

Typical thermal resistance R JC 0.65 ℃/W3)
0.55

Parameter Symbol UnitTO-3PN TO-247

I 20.0AF=

I 40.0AF=

I 30.0AF=

I 30.0A,Ta=125F= ℃

0 73.

0 68.

0 90.

-

Product Model Package Type Mark Name RoHS Package Quantity

SR6060KT TO-3PN SR6060KT Pb -free Tube 300/box

SR6060PT TO-247AB SR6060PT Pb -free Tube 300/box
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RATINGS AND CHARACTERISTIC OF SR6060KT,SR6060PT

FIGURE 1.Totalcapacitance vs Voltage FIGURE 2.REVERSE CURRENT vs REVERSE VOLTAGE

FIGURE 3.FORWARD CURRENT vs FORWARD VOLTAGE FIGURE 4.CURRENT DERATING CURVE



PACKAGE OUTLINE DIMENSIONS
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TO-247AB PACKAGE OUTLINE DIMENSIONS

TO-3PN PACKAGE OUTLINE DIMENSIONS


