. GBJ4001 THRU GBJ4010
i/: BRIDGE RECTIFIER

Reverse Voltage: 100 to 1000 Volts
SEMICONDUCTOR Forward Current: 40.0 Amps

Features GBJ
- HOLE FOR NO.
- Plastic package has Underwriters Laboratory Flammability 6 SCREW 189(4.8)
Classification 94V-0 Lisaod) | oA
- Glass passivated chip junction ‘ 134(3.4) 7:_(
+ High current capability || 134(3.4
- Low forward voltage drop r -QD?{E-J
- High temperature soldering guaranteed:260°C/10 seconds at terminals 800203
+ Component in accordance to RoHS 2015/863/EU 776(19.7)
441(11.2
Zgh s 425(10.8)
=+ . - - JT?&sf
106(2.7) .165{4.2 |
i 1096(2.3 150(38
Mechanical Data ose(zd = s |
- .094(2.4) Ll 134(3.4)
.078(2.0) l .708(18.0)
+ Case: GBJ molded plastic body 669(17.0)

.043(1.1)
- Terminals: Plated leads solderable per MIL-STD-750,method 2026 .035(0.9)

. Mounting Position: Any

_o| :402(10.2 03(7. . .031(0.8
.386(9.8) 1.287(7.3) 1.287(7.3) .023(0.6)

Dimensions in inches and (millimeters)

Maximum Ratings And Electrical Characteristics

|
(Rating at 25°C ambient temperature unless otherwise specified. Single phase ,half wave ,60Hz,resistive or inductive
load. For capacitive load,derate current by 20%.)
Parameters Symbol GBJ4001 | GBJ4002 | GBJ4004 | GBJ4006 | GBJ4008 | GBJ4010 Unit
Maximum repetitive peak reverse voltage VRRM 0AoAoA 0AoAoA 0CoAdA oE0A0A oEoAoA oAoAofoA
Maximum average forward rectified current IF(AV) 400A0A A
Q3
Peak forward surge current 8.3mS single half
sine-wave superimposed on rated load IFsM 400 A
(JEDEC method,Total device)
Rating for fusing(t<8.3ms) It 374 A’S
Operating junction temperature range T -55t0 150 gqa
Storge temperature range Tstg -55t0 150 ga
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RATINGS AND CHARACTERISTIC CURVES GBJ4001 THRU GBJ4010

. . | . .
électrlcaIcﬁharacterlstcso Per diode, TaoR5qadlnlessastherwiseatotedo’/203
I I

| 3BDUDPHWHU 7HV&VRQGLWLRQV 6\PERO| GBJ4001 | GBJ4002 | GBJ4004 | GBJ4006 | GBJ4008 | GBJ4010 8QL
\ \
| 00 ,QWEQHRXV \
| IRZ DUG YRORI H ) | $ 9 ) 9
1 1
‘ ‘ T
| Max 5 HYHWH FXUHQW 95 9850 7 s s
‘ ‘ T
‘lRWHVXO\BH W HWIWVS X OV H ZL&WK GXW\ F\FOH
‘ 3XOVH WHVW =S XrONVH 4LGWK
| |
\ \
Thermal@haracteristcso® |
]
\ \
‘ Parameter ‘ Symbol GBJ Unit
‘ Typical thermal resistance 3°% ‘ ROJC 0.8 qaw
| |

\ 3.Thermal resistance from per diode Junctid)n to case
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SEMICONDUCTOR RATINGS AND CHARACTERISTIC CURVES GBJ4001 THRU GBJ4010

AVERAGE FORWARD OUTPUT CURRENT
AMPERES

INSTANTANEOUS FORWARD CURRENT,(A)

FIG.1-Forward Current Derating Curve FLG.2-Maximum Forward Sunrge Current
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FIG.3-Typical Forward Characteristics FIG.4 -Typical Reverse Characteristics
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Friendship Reminder
|

| M JiNan JingHeng(hereinaftér referred to as JH) reserves the right to make changes to this

| document and its products and specifications at anytime without notice.

| 0%0%WMU/Qo & JeHiadUoUDX 6)MI_ Fa'x506+4t 8 #< 6+41 6 E<r Ef! #A'EXA; Ef6B( <

| M Customers should obtain dnd confirm the latest product information and specifications before
| final design, purchase or uske.

| 0%0D4,-* & ~D'; A, 6+ #ﬁAJ ILRY'O-uGHEE! #Aa/n#XA; e Ef5y4 AG+<

| M JH makes no warranty, rep(esentation or guarantee regarding the suitability of its products for
| any particular purpose, nor‘does JH assume any liability for application assistance or customer

product design. |

JH*@ u | #AD' » 6IAX™D'_Ef D'/&0 44 Y 4 T UZA; z65 1 1AU; ~ 1~1A0 T-“D'"NI" 1
oloD4, ZvZ EfO*™" 1 <
| M JH does not warrant or acc‘ept any liability with products which are purchased or used for any
| unintended or unauthorizéd application.
| JH UzAL 1-1A0 TV Golu L #AWR/AR, ~D'e O Tf] gf6 1 216BEf“ D' <
| @ No license is granted by implication or otherwise under any intellectual property rights of JH.
| 0%0300%¢; e +] * JHEfF&ZA! 6Bp¢6 MM "+216B .—1fW—
| M JH's products are not authorized for use as critical components in life support devices or systems
| without express written approval of JH.
‘03036'080Eﬁfa2¢680 oWUEf #A OW'D #|4.3+Z% 1 KIMPE[ 9 r d-e86 ~D' <
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