
 
                                                                    

   
Features  
  International standard package SOT-227  

  Very low VF  

  Extremely low switching losses  

  Low IRM-values  

  Copper internally DBC isolated 

  Insulated package(VISO =2500VRMS ) 

 

Applications 
  Rectifiers in switch mode power  

Supplies(SMPS) 

  Free wheeling diode in low voltage 

converters 

 
Advantages 
  High reliability circuit operation  

  Low voltage peaks for reduced 

protection circuits 

  Low noise switching 

  Low losses 

 

Maximum Ratings 

Symbol Test Conditions Ratings Units 

IFRMS  150 

TC =105℃；Rectangular，d=0.5；per diode 100 
IFAVM 

TC =105℃；Rectangular，d=0.5；per module 200 

IFSM TVJ = 45℃；tp = 10 ms (50 Hz)，sine 1400 

A 

(dV/dt)cr  5000 V/us 

TVJ  -40~+150 

Tstg  -40~+150 
℃ 

Ptot TC=25℃ 310 W 

Mounting torque(M4) 1.1~1.5 
Md 

Terminal connection torque(M4) 1.1~1.5 
Nm 

Weight Typical 30 g 

1second 3000 
VISOL 50/60HZ，RMS，  Iisol<1mA 

1minute 2500 
V 

IFAV=2×100A 

VRRM=200 V 

VF=0.85V 

2×100A  Power Schottky Rectifier
JK1S/JK2S200-200  
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Values 
Symbol Test Conditions 

Typ. Max. 
Units 

VR=VRRM; TVJ=25℃(Pulse Width=5ms,Duty 

Cycle<2.0%) 
 0.5 

IR 
VR=VRRM; TVJ=125℃(Pulse Width=5ms,Duty 

Cycle<2.0%) 
 15 

mA 

IF=100A；TVJ=125℃  0.85 

IF=100A；TVJ=25℃  0.95 VF 

IF=200A，TVJ=125℃  1.10 

V 

Par leg  0.8 
RthJC Junction to case 

Total  0.4 

RthCH  0.1  

℃ /W 

 

Performance Curves 
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Electrical and Thermal Characteristic

JINAN JINGHENG ELECTRONICS CO., LTD.                   5-2                          HTTP://WWW.JINGHENG.CN



 
                                                                    

 

 

 
 
 

JK1S/JK2S200-200

JINAN JINGHENG ELECTRONICS CO., LTD.                   5-3                          HTTP://WWW.JINGHENG.CN



SOT-227package

SYMBOLS
DIMENSION IN MM

MIN NOM MAX

A 31.20 31.70 32.20

B 7.50 8.00 8.50

C 3.80 4.20 4.60

D 3.80 4.20 4.60

E 3.80 4.20 4.60

F 14.50 15.00 15.50

G 29.80 30.20 30.60

H 37.70 38.10 38.50

J 11.50 11.90 12.30

K 8.90 9.50 10.00

L 0.75 0.80 0.85

M 12.40 12.70 13.00

N 25.00 25.40 25.80

O 1.70 2.00 2.30

P 4.95 5.60 6.10

Q 26.40 26.70 27.00

R 3.90 4.18 4.45

S 4.20 4.80 5.40

T 23.80 24.80 25.80
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JK1S/JK2S200-200

Friendship Reminder

■ JiNan JingHeng（hereinafter referred to as JH） reserves the right to make

changes to this document and its products and specifications at anytime

without notice.

■ Customers should obtain and confirm the latest product information and

specifications before final design, purchase or use.

■ JH makes no warranty, representation or guarantee regarding the suitability

ofi ts products for any particular purpose, nor does JH assume any liability for

application assistance or customer product design.

■ JH does not warrant or accept any liability with products which are

purchased or used for any unintended or unauthorized application.

■ No license is granted by implication or otherwise under any intellectual

property rights of JH.

■ JH’s products are not authorized for use as critical components in life

support devices or systems without express written approval of JH.
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